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DRAWING PURPOSE:
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1.   The use of this drawing does not absolve the client from his responsibilities under Health &
Safety: The Construction (Design & Management) Regulations 2015.

2.   All works within the confines of the highway shall be signed in accordance with The
Department for Transport's 'Traffic Signs Manual' 2009 Chapter 8 'Traffic Safety measures
& Signs for Road works & Temporary situations'.

3.   All Road markings shall be laid in accordance with The Traffic Signs Manual Chapter 5: All
road marking material shall be formed in thermoplastic material complying with BS 3262:
Class A

4.  All works to be constructed in accordance with the Wiltshire Council's Design Guides, the
Department of Transport Specification for Highway Works as amended and the requirements
of the Wiltshire Council Highways Maintenance and Improvement Works Contract.

5.  All signs & road markings are to be in accordance with 'Statutory Instrument No. 3113: The
Traffic Signs Regulations and General Directions 2016'.

Full footway construction consisting of: AC 10 close surf 100/150
(30mm thick), AC 20 dense bin 100/150 (60/80mm thick) to BS
EN 13108-;2006, 225mm thick granular Type 1 sub-base.

Topsoil and grass seed where required.

Geotextile membrane 100-150 g/m2

Existing EF edging

Softwood 38mmx150mm edging boards

125 x 255mm pre-cast concrete kerb type  DR1/DL1. Kerbs to be
cut where double drops required. 10m radius kerbs to be used if
available.
125 x 150mm pre-cast concrete kerb type BN (6mm
upstand). Kerbs to be laid as per existing radius.

New 50 x 150mm edging, (see edging detail)

Carriageway resurfacing, as per existing.

Partial footway construction consisting of: AC 6 dense surf
100/150 (20mm thick), AC 20 dense bin 100/150 (60mm
thick) to BS EN 13108-;2006.

Grey corduroy paving slabs, 400x400x50mm, laid on
sharp sand

50mm UPVC BLACK duct

Low level TRTLighting VIA Dark Sky LED bollards,
or similar approved.

100mm UPVC BLACK duct

SITE LOCATION

A4

Location plan
   Not to scale
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Ditch

Tie into existing
footway surface

Tie into existing
footway surface

New shared use sign to be
erected on existing sign
post

Existing railings to be
removed & set aside
for reuse.

Install set
aside railings

Regrade
footway

Cut line

Cut line

Grey corduroy
paving

New shared use &
End of route
signs on new sign post

Bricks and concrete from
old drainage system to
be removed and tipped

New EF edgings

New EF edgings

New EF edgings.

New EF edgings.

New shared use &
End of route
signs on new sign post

Area subject to Guiness
Partnership agreement to
free land dedication.

Low level lit bollard - subject to
ecological officer agreement

Low level lit bollard - subject to
ecological officer agreement

Low level lit bollard - subject to
ecological officer agreement

New EF edgings

Grey corduroy
paving
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1.   The use of this drawing does not absolve the client from his responsibilities under Health &
Safety: The Construction (Design & Management) Regulations 2015.

2.   All works within the confines of the highway shall be signed in accordance with The
Department for Transport's 'Traffic Signs Manual' 2009 Chapter 8 'Traffic Safety measures
& Signs for Road works & Temporary situations'.

3.   All Road markings shall be laid in accordance with The Traffic Signs Manual Chapter 5: All
road marking material shall be formed in thermoplastic material complying with BS 3262:
Class A

4.  All works to be constructed in accordance with the Wiltshire Council's Design Guides, the
Department of Transport Specification for Highway Works as amended and the requirements
of the Wiltshire Council Highways Maintenance and Improvement Works Contract.

5.  All signs & road markings are to be in accordance with 'Statutory Instrument No. 3113: The
Traffic Signs Regulations and General Directions 2016'.

Topsoil and grass seed where required.

Geotextile membrane 100-150 g/m2

Existing EF edging

Softwood 38mmx150mm edging boards

125 x 150mm pre-cast concrete kerb type BN (6mm
upstand). Kerbs to be laid as per existing radius.

New 50 x 150mm edging, (see edging detail)

Carriageway resurfacing, as per existing.

Partial footway construction consisting of: AC 6 dense surf
100/150 (20mm thick), AC 20 dense bin 100/150 (60mm
thick) to BS EN 13108-;2006.

Grey corduroy paving slabs, 400x400x50mm, laid on
sharp sand

50mm UPVC BLACK duct

Low level TRTLighting VIA Dark Sky LED bollards,
or similar approved.

100mm UPVC BLACK duct

Full footway construction consisting of: AC 10 close surf 100/150
(30mm thick), AC 20 dense bin 100/150 (60/80mm thick) to BS
EN 13108-;2006, 225mm thick granular Type 1 sub-base.

125 x 255mm pre-cast concrete kerb type  DR1/DL1. Kerbs to be
cut where double drops required. 10m radius kerbs to be used if
available.
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